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CATALOG #
282—0H| - - -
SPEED (FPM): 14 - _ _
HP: 4 - - -
MAX. HOOK
CENTERS (IN.): 42 - - -
(SEE NOTE #4)

OFT (FT.): 20

CAPACITY (LBS): 6000

PRIMARY VOLTAGE: 460 or 230 (3 PH. STD)]
CONTROL VOLTAGE: 115 (STD)

HOIST WEIGHT (LBS): 900

REEVING: 2 PART SINGLE

HOIST NOTES:

1. STANDARD CONTROL BOX WILL BE SHIPPED LOOSE WITH
HOIST, TO BE MOUNTED BY CUSTOMER.

2. CONTROL BOX SIZE TO BE DETERMINED UPON CONTROLS
SELECTION AT TIME OF ORDER.

3. ALL ELECTRICAL CONNECTIONS BETWEEN HOIST AND
CONTROL BOX TO BE COMPLETED BY CUSTOMER, UNLESS
OTHERWISE SPECIFIED.

4. FOR HOOK CENTERS LARGER THAN SPECIFIED MAXIMUM
VALUE (SEE ABOVE), CONTACT ELECTROLIFT.

5. WIRE ROPE CAN PAY OFF OPPOSITE SIDE OF DRUM, IF
SPECIFIED.

6. FOR SINGLE LINE APPLICATIONS, SPEED AND LIFT WILL BE
TWICE THE SPECIFIED VALUE AND THE CAPACITY WILL BE HALF
THE SPECIFIED VALUE.

7. WIRE ROPE DEAD ENDING TO BE PROVIDED BY CUSTOMER
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